
Heavy Duty Axle 
Flange Gasket

•  Laminated solid steel core 
construction provides superior  
crush resistance 

•  Provides exceptional torque 
retention over thicker paper 
gaskets for a long lasting seal

•  Aramid fiber facing material 
provides excellent fluid 
sealability. Steel core 
construction installs easier 
and prevents tearing during 
installation

•  PTFE anti-stick coating 
accommodates flange motion 
and requires minimal casting 
clean-up upon disassembly

•  Manufactured by FEL-PRO®

PTFE Anti-Stick Coating

Aramid Fiber Facing

Aramid Fiber Facing

Solid Steel Core

PTFE Anti-Stick Coating

DRiVheavydutyparts.com



AXLE FLANGE GASKET DIMENSIONS

© 2020 DRiV Automotive Inc. or one of its affiliates in one or more countries.

AXLE FLANGE GASKET APPLICATION GUIDE
NATIONAL PART 

NUMBER SAME AS APPLICATION

GKT1000 Stemco 330-3036 Eaton 38,000#  Series. Navistar-RA355

GKT1001

Euclid E2340
Leland L1508

Navistar 138776R1
Mack 131SP59

Rockwell 2208Z416
Stemco 330-3105

White 476375 All Meritor standard Q wheel ends except some SQHP

GKT1002

Dodge 1267751
Euclid E2341

GMC 2310540
GMC 2362287
Leland L1509

Mack 131SP31

Meritor 2208W412
Navistar 297336C1
Navistar 974859R1
Stemco 330-3106 

White 453127
White 462596

All Meritor standard R wheel ends

GKT1003 Euclid E2431 Stemco 330-3107 All E18, E19, E38D & 44D Series

GKT1004 Euclid E2432
Ford A8TZ1001A

Leland L1502
Stemco 330-3108 Eaton 15 Series

GKT1005

Euclid E2433
Ford A8TZ1001C

GMC 2310537
Leland L1504

Navistar 218208R1
Rockwell 2208J426
Stemco 330-3109

White 466884

Eaton 17,000# Series Singles, Eaton 30,000# Series 
Tandem Meritor Standard SFHD & H Wheel Ends

GKT1006 Euclid E2434
Leland L1791

Mack 11CG198
Stemco 330-3110 Mack 38,000#  Series Tandem Axles

GKT1007 Ford B3TZ1001A
Leland L1511

Mack 130SP19
Navistar 115135H

GKT1008
Euclid E2435

Kenworth K134171
Meritor 2208W413

Stemco 330-3111
White 453157 All Meritor Standard R Wheel Ends, STD Series, SUD Series, 

U Wheel Ends, SFD 4600, SQHP, SQ100P & 4640 Eaton

GKT1009 Euclid E2436 Stemco 330-3112 IHC 34,000# - RA 351 Axles
GKT1010 Euclid E2437 Stemco 330-3113 Meritor Standard L-172 Eaton 18 Series & 34D

GKT1011 Euclid E2438
Meritor 2208Z422

Stemco 330-3114
White 467836 Meritor Standard L Wheel Ends except L-172, SJHD & SLHD

GKT1012 GMC 2362158 Stemco 330-3115 Fits 1965 - 1974 GMC - Chevrolet 18,000# Series Single  
or 34,000# Series Tandem Eaton 14569

NATIONAL 
PART NUMBER TYPE INSIDE

DIMENSION
OUTSIDE

DIMENSION BOLT CIRCLE BOLT SIZE NUMBER 
OF BOLTS

GKT1000 1 5.495" 8.745" 6.990" 0.797" 8

GKT1001 3 5.675" 7.410" 6.389" 0.516" 12

GKT1002 1 5.940" 8.290" 6.960" 0.688" 8

GKT1003 1 5.600" 8.500" 6.990" 0.797" 8

GKT1004 1 3.975" 5.585" 4.700" 0.469" 8

GKT1005 1 4.530" 6.130" 5.360" 0.531" 8

GKT1006 1 5.390" 7.391" 6.380" 0.594" 8

GKT1007 2 5.650" 8.465" 6.99"
0.781" (8)

0.672" (2)
10

GKT1008 1 5.750" 8.500" 6.990" 0.672" 8

GKT1009 1 3.995" 6.465" 5.485" 0.656" 8

GKT1010 3 4.505" 6.065" 5.235" 0.531" 12

GKT1011 3 5.000" 6.530" 5.715" 0.453" 12

GKT1012 3 4.254" 6.137" 5.230" 0.516" 12

Type 1 

Type 2 

Type 3 


